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ARLP11-4466ISingle Port Low Profile 10G RJ45

10G Base-T for LAN and other Ethernet Applications

Low Profile Design
Industrial Operating Temp. Range: -40°C to +85°C

Electrical Specifications @ 25°C
OCL(µH Min)

@100KHZ,0.1V
With 8mA DC Bias

Insertion Loss
(dB Max)

1-100MHz

100 P8-P9 : J1-J2 -1.0
250-500MHz

-3.0

Electrical Specifications @ 25°C
Hi-Pot

Input to Output
1500VAC 

Cross Talk
(dB Min)

40-100MHz 100-250MHz
1mA, 60S

1-40MHz

1-100MHz

-30
250-500MHz

-35

100-250MHz
-1.5

Turns Ratio
@100KHz, 0.1V

(1:1±5%)
P3-P2 : J3-J6 P4-P5 : J4-J5 P11-P10 : J7-J8

DCR
(Ω Max)

2.0

Return Loss (dB Min)
(Line Side S11)

100-500MHz
-22

1-100MHz

250-500MHz100-250MHz

CMRR
(dB Min)

-30 -25

Electrical Specifications @ 25°C

1-40MHz 40-100MHz 100-250MHz 250-500MHz

Return Loss (dB Min)
(PHY Side S22)

-20 -16 -13 -8 -18 -14 -11 -6

CDMR
(dB Min)

1-100MHz 100-250MHz 250-500MHz
-35 -30 -22

  Dimensions are in mm

All specificatins subject to change without notice.
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SCHEMATIC

PCB LAYOUT

J1

J2

TP0 +

TP0 -

1CT:1

TRD0 +

TRD0 -

J3

J6

TP1 +

TP1 -

TRD1 +

TRD1 -

J4

J5

TP2 +

TP2 -

TRD2 +

TRD2 -

J7

J8

TP3 +

TP3 -

TRD3 +

TRD3 -

1000pF / 2KV
SHIELD

P07

P08

P09

P02

P01

P03

P05

P06

P04

P10

P12

P11

1CT:1

1CT:1

1CT:1
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