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MECHANICAL

RECOMMENDED WAVE SOLDER CURVE

Vertical Mount 1X4 RJ45 Connector with No Magnetics ARV14NM-4664I

All specifications subject to change without notice.

Electrical Specifications @ 25°C
Voltage Rating

(VAC)
5

Current Rating
(Amp)

1.5 Max

Insulation Resistance
@ 100VDC (Min)

500MΩ

Dielectric Voltage
(VDC)
1000

Industrial Operating Temp:  -40°C to +85°C
Storage Temp:  -40°C to +85°C
Housing color Yellow, other colors available
LED Colors Yellow and Green, other color options available

Dimensions: inch
(mm)

2.480±.010
(63.0±.25)

2.346±.010
(59.6±.25)

.018±.002
(0.45±.05)32 x

Max

.020±.002
(0.50±.05)16 x

.248±.003
(6.3±.07)

.161+004/-.006
(4.1+.09/-.16)

.335+006/-.005
(8.5+.16/-.12).469+003/-.005

(11.91+.07/-.13)

.268+002/-.006
(6.81+.05/-.15)

.980±.004
(2.5±0.1)

.110±.010
(2.8±.25)

.020±.002
(0.5±.05)

.013±.001
(0.35±.03)

.110±.010
(2.8±.25)
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Preheat 120~180 Sec

Time

120°~150°

245° Max

0

Soledering Heat 245°

Within 5 Sec

1.  Peak Temperature: 245°
2.  Peak Temperature Time: Within 5 Seconds.



Emitting Color λp(nm) VF@IF=20mA

YELLOW 570 1.8-2.4V

GREEN 590 1.8-2.4V
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PCB LAYOUT

NOTES

PCB LAYOUT

Vertical Mount 4X1 RJ45 Connector with No Magnetics ARV14NM-4664I

Dimensions: inch
(mm)

.117
(2.97)

.023
(0.58)

.068
(1.73)

.068
(1.73) 28 x

1357

109 1211

2468

.050
(1.27)

2 x Ø .128
(3.25)

NODE

Left LED Layout

COLOR
Yellow10 (-)9 (+)

.035
(0.9)

16 x Ø

32 x Ø

.035
(0.9)

.2
26
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4)

.100
(2.54)

.266
(6.76)

.620
(15.75)

.620
(15.75)

1.052
(26.72)

1.240
(31.50)

1.672
(42.47)

1.860
(47.25)

2.292
(58.22)

2.346
(59.60)

.432
(10.97)

Connector Materials & Finish:
Housing: PBT, Yellow 114C
Insert: PBT, Yellow 114C
Terminal: 0.35 x 0.45mm Phosphor Bronze
Gold Plated 6µ” Over Nickel 50µ” Min.
Tin 80~120µ” Plated on Solder Tails.
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NODE COLOR
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