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     EFD20 Core Design

     Wire Wound SMD Low Profile Design

                                      All specifications subject to change without notice.

oal Specificat ions @25 C

MECHANICAL

     Operating Temperature range: -40ºC to +130ºC 

Specifications @25℃

Inductance 
L @100KHz, 0.8V 

 (1,2-3,4) 

Leakage Inductance
LK @ 100KHz, 0.8V 

          (1,2-3,4) 
(with 7,8,9,10,11,12 Shorted)    R(1 - 3) R(2 - 4) 

DC Resistance 

R(5 - 6) 

4.50uH (±5%) .25uH Max 20mΩ Max 18mΩ Max
 

 

 

 

130mΩ Max

UNIT: mm 
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R(12,11,10-9,8,7) 

3mΩ Max

Specifications @25℃

Turns Ratio 
 @100KHz, 0.1V 

0.857 : 1±3% 3 : 1±3%
 

600VAC/SEC1 : 1±3%

(1-3) : (2-4) (1-3) : (5-6) (1-3) : (12,11,10-9,8,7)

Hi-Pot 

1,2,3,4,5,6 to 7,8,9,10,11,12

1800VAC/SEC

1,2,3,4,5,6,7,8,9,10,11,12 to CORE

600VAC/SEC

1,2,3,4 to 5,6
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12, 11, 10

FOIL  66*10.5*0.127t   2T'S2FSW Φ0.25mm *5
          6T's

9, 8, 7

2FSW Φ0.25mm *5
          6T's

2FSW Φ0.25mm 
          7T's


