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MECHANICAL

SCHEMATIC WINDING CONSTRUCTION
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Copper - 1:0.05t x 10mm W x 1.1Ts
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PQ2620 Transformer

PQ2620 Core Package
Through Hole Design
Operating Temperature Range: -40ºC to +105ºC

All specifications subject to change without notice

oElectrical Specifications @25 C

Dimensions:
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DC Resistance
(mΩ Max) Turns Ratio

586µH ±7% 1 : .111 : .089 : 0.20

inch
(mm)

1.102
(28.0)

Max

Allied
APQ2620-4719

YYWW

1.220
(31.0)

Max

1.043
(26.5)

Max

EPOXY

Ø

Inductance
@100KHz, 1.0V

Short (4,5,8,9,10,11)
14.64µH Max

Leakage Inductance
@100KHz, 1.0V

(9 - 8)
2080

(4 - 5)
330

(3 - 1)

N2

Pri

N6

N1

N5

N3

N4

Sec

TFL TubePolarity

(3 - 1) : (4 - 5) : (9 - 8) : (11 - 10)
98

(11 - 10)

oElectrical Specifications @25 C

Pri - Sec

Hi-Pot (50Hz/60Hz)
VAC, 5mA, 1Sec

Insulation Resistance
100MΩ Min

3000 500V
Pri - Core

1500
Pri - Sec

500V1500
Sec - Core Sec - Core

500V
Pri - Core
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1T Tape

1T Tape

1T Tape

3T Tape

3T Tape

3T Tape

.150±.020
(3.8±0.5)

1.000±.020
(25.4±0.5)

.299±.020
(7.6±0.5)

.150±.020
(3.8±0.5)

.031±.008
(0.8±0.2)


